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(8W) WS 830S-WHSN / WS 830S-BKBK (9W) WS 830L-WHSN / WS 830L-BKBK 
  

DESCRIPTION  SPECIFICATIONS 
   
Madison is a handcrafted glass wall sconce with minimal hardware 
to showcase its elegance. Each wall sconce features opaque color 
glass with translucent cut outs. Light emits from the top, bottom and 
cut-outs of the sconce to create a union of ambient light. Available 
in black glass with white cut outs and matte black hardware or white 
glass with white cut outs and satin nickel hardware. Aluminum 
backplate to ensure proper heat dissapation of its state of the art 
JESCO AC LED and to ensure its long lasting lifespan. 
 

 Description Madison LED Wall Fixture 

Input Voltage 120 VAC 

Dimming Incandescent/ Triac & ELV 

Model / Wattage WS830S (8W) WS830L (9W) 

CCT 2700K 3000K 2700K 3000K 

LED Lumens 971.97 989.21 973.78 991.05 

LED Efficacy 125.4 126.8 108.2 110.1 

Shade/Fittings 
WH 
SN 

BK
BK 

WH 
SN 

BK
BK 

WH 
SN 

BK
BK 

WH 
SN 

BK
BK 

Delivered Lumens 568.6 144 587.1 146 566.9 105 576.9 107 

Delivered Efficacy 73 18.6 75 18.7 63 11 64 12 

CRI 90 CRI 

Lamp Life 50,000 hours 

Dimensions 

 

CW 830-WHSN, BKBK (3”W x 6”L x 7-1/2”H) 
 

CW 831-WHSN, BKBK (3”W x 7-5/8”L x 17”H) 
 

Environment Indoor, Dry 

Certifications ETL 

Warranty 
5 Years – see published warranty terms for detailed 
information. 

 

FEATURES 

 

 Unique JESCO AC LEDs eliminates need for driver 

 Long life – Over 16 years if used 8 hours per day 

 Dimmable using standard incandescent dimmer 

 Instant on – no warm up required 

 Emitted light produces no heat, and emits no IR or UV 

 Eco Friendly – No mercury or hazardous material 

 Simple installation 

 ADA compliant for wall applications in multiple sizes 
 

   

*LED 

ORDERING INFORMATION 

 

MODEL – GLASS FINISH / FITTINGS – CCT / CRI  

 –  –   

WS830S  WHSN (White Glass, Satin Nickel)  2790 : 2700K 90CRI  

WS830L  BKBK (Black Glass, Black)  3090 : 3000K 90CRI  

     

      

    
 

 Example: WS830S-WHSN-3090 
 

 


