
1.JUNCTION BOX
2.WIRE CONNECTOR
3.HOUSE GROUND WIRE
4.FIXTURE GROUND WIRE
5.BLACK SUPPLY WIRE
6.BLACK FIXTURE WIRE
7.WHITE SCOKET WIRE
8.WHITE SUPPLY WIRE
9.CROSS BAR

INSTALLATION IS NOW COMPLETED

                                  GENERAL
All electrical connections must be in accordance with local and national
electrical code (N.E.C) standards. If you are unfamiliar with proper electrical
wiring connections obtain the services of a qualified electrician.

                                   CAUTION
Turn off the main power at the circuit breaker before installing the fixture,
in order to prevent possible shock.

1.Turn off the power.
2.Loosen the two Decorative Nut (16). Take out the Cross Bar (9). From the

Fixture Body (15).
3.Pull the Supply Wires (5) & (8) and House Ground Wire (3) out from the

Junction Box (1). Position your Cross Bar (9) over the Junction Box (1).
Feed the two Screws (10) through the slots on the Cross Bar (9). Tighter
the Screws (10) into the Junction Box (1) until the Cross Bar (9) is flushed
with the Junction Box (1).

4.Pull all the fixture wires through Cross Bar (9).
5.Make the wiring connections: connect the White Supply Wire (8) to the

White Scoket Wire (7); connect the Black Supply Wire (5) to the Black
Fixture Wire (6); connect the house ground wire (3) with Fixture Ground
Wire (4) using Wire Connectors (2). Carefully tuck all wires back into the
Junction Box (1).

6.Thread Nipple (11) into Cross Bar (9), slip the Fixture Body (15) into the
Nipple (11) and secure with the Decorative Nut (16).

7.Insert the GU24 Lamp (13) into GU24 Base (12). Then thread Glass
Shade (14) with the Lamp Cap (17).


