
� PLA9111205 SIZE:210x297mm

IMPORTANT INSTRUCTION 

1. fustall the downrod,hanger ball 2-1. Install the wire and safety
and coupling,waterprof canopy. cable.

CANO PY-WATER FROOFCANOPY 
� UPLf_2RPIN 

SCREW� >-::'CLIP �v-�hl'VIS 

"' "' 

3. Install the hanging bracket.

METAL UL '--LISTED - ELECTRICAL BOX ----HANGER BRACKET ---WASHER 
7. Install the canopy.

11. Install the blade holder.

4. Lift the fan on the hanger
bracket.

8. Safety cable.

FAN BODY SCRE� 
SAF��y� CABLE 

12-1. Install the switch housing.

�---- SCREW 
----SW ITCH -COVER 

5. Secure the safety cable.

SAFETY CABLE WASHER WASHE 
SCREW-------------

9. Cut the safety cable and
re-install the safety cable.

�� SLEEVE 
/ -----

SCREW, SAFETY �LE 

09/11/13 

SAFETY -CABLE 

6. Wire connections.

BLACK BLACK W IRES BLUE W IRES W IRES GREEN WIRES (GROUND) 
GREEN W IRES (GROUND) 

10. Install the blade.

SCREW------------._� / WASHER-v � HOLDER--
13. Install pull chain.
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CEILING FAN 
OWNER'S MANUAL 

READ AND SAVE THESE INSTRUCTIONS 

FAN RATING AC 120V. 60Hz 





 

















PERFORMANCE
AND ENERGY
INFORMATION

Ceiling fan airflow is measured in cubic feet per minute (CFM).
Power use is measured in watts. To maximize energy savings:
   Choose a fan with high airflow efficiency (CFM/watt). 
   Use ENERGY STAR -labeled lighting in your fan.
   Remember to switch off your fan when you leave the room.

*Measured according
to the ENERGY STAR
approved Solid State
test method

FAN SPEED

Low
Medium
High

FAN POWER CONSUMPTION
(watts)

68.8
28.1

9.8

AIRFLOW EFFICIENCY
(CFM/watt)

85
135
218

AIRFLOW
(CFM)*

5865
3801
2135

R R
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VENTILADOR DE TECHO 

MANUAL DEL PROPIETARIO 

FAVOR - LEA Y GUARDE INSTRUCCIONES 

FRECUENCIA Y CONSUMO DE VENTILADOR: CA 120V-60Hz 



 
 
 
 
 

 
 
 
 

 
 



 

















PERFORMANCE
AND ENERGY
INFORMATION

Ceiling fan airflow is measured in cubic feet per minute (CFM).
Power use is measured in watts. To maximize energy savings:
   Choose a fan with high airflow efficiency (CFM/watt). 
   Use ENERGY STAR -labeled lighting in your fan.
   Remember to switch off your fan when you leave the room.

*Measured according
to the ENERGY STAR
approved Solid State
test method

FAN SPEED

Low
Medium
High

FAN POWER CONSUMPTION
(watts)

68.8
28.1

9.8

AIRFLOW EFFICIENCY
(CFM/watt)

85
135
218

AIRFLOW
(CFM)*

5865
3801
2135

R R
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