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PHANTOM – model: WS-W16

LED Outdoor Sconce Luminiare

FEATURES

• ADA compliant, low profi le design
• Wet location listed
• SS - 316 marine grade, stainless steel construction
• Mitered white silk screened glass
• Integral transformer in canopy
• 277V option available special order

• Replaceable LED module
• 60,000 hour rated life
• Color Temp: 3000K
• CRI: 90

PRODUCT DESCRIPTION

A highly polished, stylish appearance with sharp curb appeal, this stunning family of distinctive mitered glass columns exhibits a shallow depth and clean,
architectural look. Constructed in bronze powder coated aluminum or marine grade stainless steel and completely sealed for waterside locations in luxury
residential and commercial environments.

SPECIFICATIONS

Construction: BZ fi nish – Aluminum, SS fi nish – 316 marine grade Stainless Steel. 
Mitered white silk screened glass.

Power: Integral transformer in canopy. 120V input.

Light Source: High output LED.

Dimming: Dims to 10% with an electronic low voltage (ELV) dimmer.

Mounting: Mounts directly to junction box.

Finish: Bronze (BZ), Graphite (GH), Natural Stainless Steel (SS).

Standards: ETL & cETL listed. ADA compliant.
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WS-W16
11
16
21

11"
16"
21"

12W
22W
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24
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BZ
GH
SS

Bronze
Graphite
Stainless Steel Construction

WS-W16 –

Example: WS-W1611-SS

REPLACEMENT GLASS

Model Fixture Description
RPL-GLA-1611-01 WS-W1611

Outside GlassRPL-GLA-1616-01 WS-W1616
RPL-GLA-1621-01 WS-W1621

RPL-GLA-1611-02 WS-W1611
Inside GlassRPL-GLA-1616-02 WS-W1616

RPL-GLA-1621-02 WS-W1621

For 277V special order, add an “F” before the fi nish: WS-W1611F-SS
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