
STEP 2- lnatall the Canopy Chain Loop and Nlpple 
A.Thread the nlpple Into the aoeebar. Thread the lock Wlllherand the 

hax nut onto top end of the nlpple. Do not lghlen at thll moment 
B. Allach the croaebar lo the outlet box and aecun, with outlet box 

8Cl'8WS (not lncklded). Hand lghlen untl anug. 
C.lhl'98d the canopy chain loop onto the end of the nlpple and hand 

tlghlen untl snug. Place the cellng canopy 01181' the canopy chu, 
loop against the celing m de118rmine the 00l18Ct position of the 
nlpple. Thread the canopy lock ring onto the canopy chain loop. 
AdJuet the nlpple lo allow the cellng canopy m l88t against the 

STEP 4 - Wire Connections 
A. Use standard wire conneclDr's (not Included) to make all wire 

connections. Twist conneclors untl wi"e8 are tightly joined 
together. Wrap •ch connection with approved eleclrical tape 
and carefully 8luff all the conneclad wi"e8 into the Outlet Box. 

Whllawlre 
from outlet box 

Whllawlre 
from fixture 

cellng when hald In piece by the canopy lock ring. Black wire from 
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__ e __ Blackwire 
from fixture D. Remove the canopy lock ring from the canopy chain loop and outlet box (or Red) ramove the cellng canopy. Unecnw outlet box 8Cl'8WS m 1811'10V8 the 

=���':��==-aoeebar.Andthen i��-�:n-------�----------------, 
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I Ground wire ===�""'� === Ground wire 
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' 
----Lock Washer iBare, or Graen ==� === Ground wire 
□ Croesbar I Ground wire 
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from fixture 
•---Outlet Box Scraw ifrom outlet box 

ll--------N1pp1e (not Included) : Green Ground Screw 
3----- Canopy Chain Loop I on the Crossbar 

w I Celing Canopy L_ ________________________________ _, 

I Figure 41 -- Canopy Lock Ring . . 
I Figure 21 P I • lnatall BobechN , 8ocut el..,,. , Crystal Ball and Bulba. 

1------------------------1 A Place bobeches and Socket sleeve aver socket8 as shown. 
STEP 3 - Install the Fixture Chain and Celllng canopy 
A. Adjull the tlxlu19 chain ID your dealrad length by IWIIIWlng llnlca r needed. 
B. Pull the supply wl• lhn,ugh the tlxlu19 chain llllllndng lnlca. Aft« the 

wl• 819 lhn,ugh the tlxlu19 chain, pull the supply whl and e. gn,und wn 
lhn,ugh the canopy lock ring and the Cllng canopy In Older. 

C. Allach ona end of the tlxlu19 chain ID the tlxlu19 loop wlh ona quick llnk. 
Ult the tlxlu19 and f bclul9 chain up and allach b olhlr end of the tlxlul9 
chain onlD the canopy c haln I oop wllh anolhlrq ulck Ink. 
The flxlu19 wll naw hang alllly. 

D. Feed the supply wl• and gn,und wl19 lhn,ugh the canopy chain loop and 
nlppla 1n1o the ou11at box. Cut the wl• laavlng appiaclrnalalr r ofwll9 
axlllndlng flam the oullat bax. 

E. Go ID Slllp 4 forwl19 connacllons and folow the dll'lldlanl. R8lm ID Slap F 
In 1h18 slap when complala wlh Slap4. 

F. Ralla the callng canopy and canopy lock ring up the Mn chain and CMI' 

the canopy chain loop. Tlghlln the canopy lock ring onlD b canopy chain 
loopunlltWt, 

SupplyDDM'es and 
GroundWn 
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B. Thread the Socket Coover(I), the Socket Coover(K) and 
Crystal Ball(F) thrioght the Nibble inorder . Then used Cap 
nul(G) to fix them together. 

C. Install bulbs onto socket8 and push snugly Into place. 

!Figure 51 
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