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LOW PROFILE 
MOUNT UNIVERSAL MOUNT

Note: Minimum required clearance of 2 feet to nearest wall and 7 feet from floor to the lowest point of the fan. 7" downrod not available with 84" outdoor models.

SLOPED OR FLATFLAT

UP TO 10' X 10'

52" - Outdoor

UP TO 15' X 15'

52" - Indoor
60" - Outdoor

UP TO 20' X 20'

60" - Indoor
84" - Outdoor

UP TO 25' X 25'

84" - Outdoor

UP TO 30' X 30'

84" - Indoor

8–10 FEET 9–10 FEET 10–14 FEET 14–20 FEET

HAIKU®

RECOMMENDED SIZE AND MOUNTING OPTIONS

• Flat ceilings only

• Not available for 
84" diameter model

• 7" or 12" downrod

• 7" downrod not recommended for 
outdoor use and not available for 84" 
diameter model

• Flat or sloped ceilings up to 33° 
(approximately 8:12 roof pitch)

• 20" or 32" downrod

• Flat or sloped ceilings up to 33° 
(approximately 8:12 roof pitch)

• 48" or 60" downrods

• Flat or sloped ceilings up to 33° 
(approximately 8:12 roof pitch)

SLOPED OR FLAT SLOPED OR FLAT


